
Technical Data

Lever Length 

Throat Depth 

Applicable Grommet Sizes

Net Weight

Dimensions 
(Height x Width x Depth)

275 mm /                     

105  mm / 4 1/4 inches

Up to #5.5 

7 kg / 15 lbs.

320x90x230 mm
12 1/2 x 3 1/2 x 9 inches

10 3/4 inches

Hand Press CSTEP-2

A grommet hand press has never been so convenient and 
comfortable. CSTEP-2 is a best-seller, as no other hand 
press can match the benefits and value of the CSTEP-2. 
Tens of thousands of CSTEP-2 machines are currently 
successfully serving their owners.

Beware of fake copies of our machines and use 
original ClipsShop CSTEP-2 machines for a superior 
grommet application experience. 

Unique lever design. The scientifically 
engineered lever, carefully designed for the 
anatomy of the human wrist and arm, helps reduce 
the hand force required to apply grommets and 
provides significantly greater application comfort 
compared to typical hand presses.

Enlarged throat depth. The deeper throat allows 
much more flexibility in the placement of your 
grommets from the edge of your projects.

Soft handle grip. The soft handle grip provides 
increased comfort for the user during application.

GrommetSniper™ compatibility. 
GrommetSniper™ is a unique alignment fixture 
accessory for CSTEP-2 hand press that assures the 
precise alignment and spacing of grommets.

Depth Adjustment Stop Screw. Aids in precise 
grommet setting pressure on thicker materials.

   Durable protection box. Comes in an extra 
strong, engineered design cardboard box, 
reinforced with expanded rubber and black sponge 
material with carrying handle. Unique in the 
market.

Easy to move.Take the machine to the job rather 
than the job to the machine.

Interchangeable self piercing dies. Allows 
setting many different sizes of grommets by means 
of a simple die-changing process that takes only 
seconds.

Utilizes self piercing grommets. 

Free standing or bench mounted. 

www.clipsshop.com



Quickly and accurately punch your grommets with 
INDUSTRY-FIRST grommet alignment fixture! 

The GrommetSniper , made exclusively to fit the CSTEP-2 
hand press, lets users precisely space grommets 15 to 80 
mm ( 5/8" to 3") from the edge of their substrate and 
uniformly locate the distance between grommets from 55 to 
600 mm (2-½" to 24") apart. 

Equal spacing and depth without marking.

Easy to Adjust. Can be locked into place using finger 
wing-nuts.

Laser etched inch and metric markings. For 
precise and easy adjustment.

Easy to install or remove within seconds. No extra 
tool is needed.

Shiny finish. Rust-free.  

Durable fixture. Made of steel. 
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